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PAN/TILT/ZOOM NETWORK CAMERA oo SR

Specifications Kit Contents
CCD IMAGE SENSOR 1/4in. CCD (Primary Color Filter) Items VB-C60 Network Camera
NUMBER OF PIXELS 310,000 Effective Pixels Power Connector
SCANNING METHOD Progressive Setup CD-ROM
LENS Start Guide

Zoom Ratio 40x Optical with Auto Focus (4x Digital) Warranty Card

Focal Length / F-Stop f=3.4mm (W) ~ 136.0mm (T) / F1.6 (W) ~ F5.6 (T) Package Information
ANGLE OF VIEW WxDxH 8.58in. x 8.58n. x 8.70in.

Pan Range / Tilt Range 55.8° (W) ~ 1.5 (T) / 43.3° (W) ~ 11(T) WEIGHT 397 Ibs.
DAY/NIGHT MODE Auto / Manual
IR CUT FILTER Yes . .
MINIMUM ILLUMINATION ggtc:se“al Accessories Decrition

color : i (0 10 a7 Sl B e 2823B001AA VB-RD51S-S Indoor Recessed Dome Housing (Smoked)

Black & White 0.2 lux @1/30 second Shutter Speed 28238002 VBRD5IS.C Indoor R d Dome Housing (Clear)
FOCUS Auto / One-shot AF / Manual Fixed Focus at Infinity (for dome use) ndoor Recessed Bome Rousing (e
FOCUS RANGE 3121B002AA $S60-B-VB Ceiling Mount Cover

Day Mode (W) 11.8in. ~ infinity/ (T) 59in. ~ infinity 2245001AA Bl A e

Night Mode (W) 19.7in. ~ infinity/ (T) 70.9in. ~ infinity X
SHUTTER SPEED 1/1~1/8000 second Optional Software
WHITE BALANCE Auto / One-shot / Preset / Manual 30998001 VK-64 v2.0 (Network \{ideo Recorc!ing Software)
OPTICAL MEASURMENT SYSTEM Center-weighted / Average / Spot 30998002 VK16 v2.0 (Network Video Recording Software)
EXPOSURE COMPENSATION 7 Levels 30998003 VK-Viewer v2.0 (1 License for VK-64/16 Viewer)
SMART SHADE CONTROL Yes 30998004 VK-Viewer v2.0 (5 Licenses for VK-64/16 Viewer)
IMAGE STABILIZER Electric (ON1/ ON2 / OFF) 3331B001 VK-Lite (1 License for VK-Lite)
PAN ANGLE RANGE 340° (£170°)
TILT ANGLE RANGE

Upright / Ceiling-Mounted 115° (-25° ~ 90°) / 115° (-90° ~ 25°)
MOVING RATE PAN / TILT: Maximum 150° / second

VIDEO COMPRESSION METHOD
OUTPUT IMAGE/VIDEO SIZE
FRAME RATE

MAXIMUM FRAME RATE

JPEG (for video: M-JPEG) / MPEG-4

JPEG: 640x480 / 320x240 / 160x120  MPEG-4: 640x480 / 320x240
M-JPEG: 0.1 ~ 30fps  MPEG-4:30 /15 /10 fps

M-JPEG: 30 fps (640x480) x 1 MPEG-4: 30 fps (640x480) x 1

VB-C60 MEASUREMENT CHART

54mm (2.13inch) -

105mm (4.13inch) ‘

‘ T 7tmm (2.80inch)

SIMULTANEOUS CLIENT ACCESS M-JPEG: 30 clients  MPEG-4:10 clients
AUDIO COMMUNICATION Full Duplex
IPsec Available A
PRESETS Maximum 20 Positions £
MOTION DETECTION Yes, up to 4 detection areas can be set. g
JPEG IMAGE UPLOAD FTP / HTTP / SMTP $
EVENT NOTIFICATION HTTP / SMTP "
NETWORK LAN x1 (RJ-45, 100Base-TX), IEEE 802.3af
AUDIO TERMINALS

Input 1-Mini-Jack Connector (Monaural) LINE IN or MIC IN

Output 1-Mini-Jack Connector (Monaural) LINE OUT ‘ 142mm (5.59inch)
EXTERNAL DEVICE I/0 TERMINAL Input x2, Output x2
OPERATING ENVIRONMENT

Temperature / Humidity 14° - 122° F/ 20 ~ 85% RH (No Condensing)
POWER SUPPLY

PoE Via LAN Connector (IEEE802.af compliant)

Optional AC Adapter
Optional External Power

AC 100V - 240V (PA-VIT)
AC 24V / DC 12V (non-polar)

POWER CONSUMPTION

with PoE Maximum approximately 10W

with Optional AC Adapter Maximum approximately 13W
BUNDLED SOFTWARE

Web Viewer Built-In (no Java applet necessary)

VK-Lite Free 4-camera license included
WEIGHT Approximately 1.85 Ibs.
DIMENSIONS (W x D x H) 5.59in. x 5.59in. x 5.87in.

All prices, specifications, and availabilities subject to change without prior notice.

Canon is a registered trademark of Canon Inc.

IMAGEANYWARE is a trademark of Canon.
MPEG-4

NOTICE ABOUT THE MPEG-4 VISUAL STANDARD: THIS PRODUCT IS LICENSED UNDER THE MPEG-4 VISUAL PAT-
ENT PORTFOLIO LICENSE FOR THE PERSONAL AND NON-COMMERCIAL USE OF A CONSUMER TO (i) ENCODING
VIDEO IN COMPLIANCE WITH THE MPEG-4 VISUAL STANDARD (“MPEG-4 VIDEO") AND/OR (ii) DECODING MPEG-4
VIDEO THAT WAS ENCODED BY A CONSUMER ENGAGED IN A PERSONAL AND NON-COMMERCIAL ACTIVITY.

NO LICENSE IS GRANTED OR SHALL BE IMPLIED FOR ANY OTHER USE. ADDITIONAL INFORMATION INCLUDING
THAT RELATING TO PROMOTIONAL, INTERNAL AND COMMERCIAL USES AND ADDITIONAL LICENSING MAY BE
OBTAINED FROM MPEG LA, LLC. SEE HTTP://WWW.MPEGLA.COM.
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