










ADVaNCeD WorkFlow OpTIoNs Up FroNT 
ProVIDe Full CoNTrol OVer ProDuCTIoN 

Canon understands your workflow is unique. For this reason, the imagePRESS Workflow Solutions program exists to help 

you with a customized solution to run your business as efficiently as possible. Based on the nature and volume of your 

current jobs (and the type of work you plan to do in the future), we can recommend the right combination of make-ready 

tools and processing power that can help you complete the highest number of jobs each day with the fewest number of 

operators. Below is a workflow chart that illustrates a few of the many workflow options available depending upon your 

requirements. Workflow Solutions are versatile in that they may be configured for your requirements. Canon can help you 

design any workflow solution to help you meet your goals.



Marking Engine
Technology:	� Laser Electrostatic Transfer System
Resolution:	 Up to 1200 x 1200 dpi
Halftones:	 256-Level Grayscale
Print Speed
   Simplex:	 135/125/110 (Letter)
		  77/74/68 (11" x 17")
   Duplex/Perfect:	 67/62/55 (Letter)
		  38/37/34 (11" x 17")
Maximum Paper Size:	 13" x 19.2"
Standard Paper Feeding:	 2,000 Sheets (20 lb. Bond)
Acceptable Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm) (All Trays)
Duplex/Perfect:	� Automatic Duplex/Perfect
		  Any Supported Stock
Power Source:	 208V/30A+208V/15A
Dimensions (H x W x D):	 54.12" x 54.62" x 31.87"
		  (1373mm x 1387mm x 809mm)
Weight:	 1,103 lb. (500kg)

Color Image Reader-L1 (Optional)
Document Size:	 Statement to 11" x 17"
Resolution:	 Up to 600 x 600 dpi, 256 Gradations
Dimensions (H x W x D):	 2.8" x 25" x 23.5"
		  (74mm x 635mm x 590mm)
Weight:	 26.5 lb. (12kg)
Power Supply:	 From Main Unit

DADF (Duplex Automatic Document Feeder) (Optional)
Tray Capacity:	 300 sheets (20 lb. Bond)
Scanning Speed B/W:	� Up to 200 ipm (300 dpi)
		  Up to 120 ipm (600 dpi)
Scanning Speed Color:	� Up to 80 ipm (300 dpi)
		  Up to 40 ipm (600 dpi)*
Acceptable Original Size:	 Statement to 11" x 17"
Acceptable Paper Weight:	� 14 lb. Bond to 120 lb. Index
		  (50gsm to 220gsm)
Dimensions (H x W x D):	 7.12" x 25" x 23.12"
		  (179mm x 633mm x 588mm)
Weight:	 59.3 lb. (26.9kg)
Power Source:	 From Main Unit

POD Deck-C1 (Standard)
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Dimensions (H x W x D):	 43.12" x 29.37" x 31.25"
		  (1095mm x 745mm x 792mm)
Weight:	 499 lb. (226kg)
Power Source:	 120-127VAC, 60Hz, 15A

POD Deck-C1 and Secondary POD Deck-C1 (Optional)***
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Dimensions (H x W x D):	 43.12" x 61.5" x 31.25"
		  (1095mm x 1561mm x 792mm)
Weight:	 997 lb. (452kg)**
Power Source:	 120-127VAC, 60Hz, 15A x (2)

POD Deck-C1 and Secondary POD Deck-C1 (2) (Optional)***
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Dimensions (H x W x D):	 43.12" x 93.62" x 31.25"
		  (1095mm x 2377mm x 792mm)
Weight:	 1,495 lb. (678kg)
Power Source:	 120-127VAC, 60Hz, 15A x (3)

Multi-Drawer Document Insertion Unit-A1 (Optional)
Paper Capacity:	� 4,000 Sheets (1,000 x 2 + 2,000) 
		  (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)

Dimensions (H x W x D):	 43.12" x 42.5" x 31.25"
		  (1095mm x 1079mm x 792mm)
Weight:	 554 lb. (251kg)
Power Source:	 120V/15A

Finisher-AF1/Saddle Finisher-AF2 (Optional)
Number of Trays:	 2/3
Tray Capacity
   Top Tray:	 Up to 3,000 Sheets (20 lb. Bond) 
   Lower Tray:	 2,000 (20 lb. Bond)
Saddle-Stitch Tray:	 30 Booklets or Limitless
Staple Positions:	 Corner-Stapling, Double-Stapling
Acceptable Paper Weight
   Finisher:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
   Saddle Finisher:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Acceptable Paper Size
   Stapling:	� Executive, Letter-R, Letter,      
                                       	 Legal, 11" x 17"
   Sheet Stacking:	 Up to 13" x 19.2"
   Saddle Finisher:	 Letter-R, Legal, 11" x 17",
		  12" x 18", 13” x 19”
Max. Stapling Capacity:	 Up to 100 Sheets
Max. Booklet Stapling	
Capacity:	 Up to 25 Sheets Saddle-Stitched
Dimensions (H x W x D):	 46.5" x 31.25" x 35.37"
		  (1180mm x 800mms x 792mm)
Weight	
  Finisher:	 287 lb. (130kg)
  Saddle Finisher:	 396 lb. (180kg)
Power Source:	 120V/15A

Puncher Unit-BB1 
(Option for Finisher-AF1/Saddle Finisher-AF2)
Acceptable Paper Weight:	 14 lb. Bond to 73 lb. Cover
		  (52gsm to 200gsm)
Paper Sizes	
   2-Hole:	 Legal, Letter-R
   3-Hole:	 11" x 17", Letter, EXE
Punch Speed:	� Up to 135 ppm (Depends on
		  Speed of Marking Engine)
Weight:	 6.7 lb. (3kg)
Power Source:	 From Finisher

High-Capacity Stacker-E1 (Optional) ss

Offset Stack Capacity:	 10,000 Sheets (Letter) (20 lb. Bond)
Top Tray Capacity:	 1,000 Sheets (20 lb. Bond)
Maximum Paper Size:	 13" x 19.2"
Acceptable Paper Weight:	� 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Number of Units 
Connected at Once:	 Up to 2
Dimensions (H x W x D):	 53.62" x 39.25" x 31.25"
		  (1362mm x 997mm x 792mm)
Weight:	 463 lb. (210kg)
Power Source:	 120V/15A

Booklet Trimmer-D1 (Optional)
Margin Trimming:	 Fore-Edge Trim
Trim Amount:	 0.08" to 0.78" (2mm to 20mm)
Trim Thickness:	 100 Sheets
Waste Tray Capacity:	 1,500 Sheets (With 0.78" Trim, 
		  20 lb. Bond)
Acceptable Paper Weight:	� 14 lb. Bond to 110 lb. Cover
		  (52gsm to 300gsm)
Output Tray Capacity:	 30 Booklets
Dimensions (H x W x D):	 62" x 30.37" x 41"
		  (1575mm x 770mm x 1040mm)
Weight:	 335 lb. (152kg)
Power Source:	 From Saddle Finisher

Two-Knife Trimmer-A1 (Optional)
Margin Trimming:	 Top and Bottom Trim
Trim Amount:	 0.08" to 0.59" (2mm to 15mm)
Trim Thickness:	 100 Sheets
Waste Tray Capacity:	 750 Sheets (Two-Sided Trimmed)
Acceptable Paper Weight:	 14 lb. Bond to 110 lb. Cover 
		  (52gsm to 300gsm)
Output Tray Capacity:	 30 Booklets
Dimensions (H x W x D):	 21.12" x 30.37" x 41"
		  (536mm x 770mm x 1040mm)

Weight:	 319 lb. (145kg)
Power Source:	 120V/15A

Perfect Binder-C1 (Optional)
Cutting Method:	� Stack Rotation 3-Direction or 
		  1-Direction Cut
Finished Book Size
Width:	� 8" to 11.62" (203mm x 297mm)
Length:	� 5.37" to 8.5" (138mm x 216mm)
		  (After 3-Direction Cut)
Body Paper Weight:	� 14 lb. Bond to 90 lb. Index
		  (52gsm to 163gsm)
Cover Weight:	� 24 lb. Bond to 110 lb. Cover
		  (90gsm to 300gsm)
Book Thickness:	� 10 to 200 Sheets (20 lb. Bond)
		  (Up to 25mm)
Glue Warm-Up Time:	 440 Seconds
Trim Range:	 Adjustable in .0197" (0.5mm) Increments
   Side:	 0.26" to 1.94" (6.5mm to 49mm)
   Top and Bottom:	 0.52" to 3.11" (13mm to 79mm)
Dimensions (H x W x D):	 36.97" x 31.12" x 51.25"
		  922mm x 791mm x 1300mm
Weight:	 674.6 lb. (306kg)
Power Source:	 208V/15A

Paper Folding Unit-F1 (Optional)sss

Fold Type	
   Z-fold:	 11" x 17"
   C-fold:	 Letter-R
   Zigzag Fold:	 Letter-R
Supported Media Weights:	 14 lb. Bond to 28 lb. Bond
		  (52gsm to 105gsm)
Power Source:	 From Finisher
Dimensions (H x W x D):	 46.87" x 13.25" x 31.25"
		  (1190mm x 336mm x 793mm)
Weight:	 144 lb. (65kg)

Professional Puncher and Integration Unit-B1 (Optional)
Paper Size:	 Letter, Tab
Supported Media Weights:	 20 lb. Bond to 80 lb. Cover
		  (75gsm to 216gsm)
Productivity:	 Up to 135 ppm (Depends on
		  Speed of Marking Engine)
Chip Tray Capacity:	 25,000 Sheets
Punch Patterns:	 3H, 5H, Velo Bind 11H, Plastic Comb
		  19H, Twin Loop 21H/32H, ProClick 32H,
		  Color Coil 44H
Power Source:	 120V/15A
Dimensions (H x W x D):	 41" x 22.5" x 31.25"
		  (1040mm x 560mm x 792mm)
Weight:	 258.5 lb. (117.3kg)

    *System Upgrade RAM-B1 required for 600 dpi color scanning
  **Combined weight of the POD Deck-C1 and Secondary POD 
      Deck-C1
***Requires either the imagePRESS 1135P or the 
	 imagePRESS 1125P to connect three (3) POD Decks.
      Combined weight of the POD Deck-C1 and Secondary POD 
      Deck-C1 (2)
         s  890mm when the extension tray is pulled out for Saddle Finisher-AF1.
 	 1060mm when the extension tray is pulled out for Saddle Finisher-AF2.
    ss Only one additional High Capacity Stacker-E1 attaches to the               	
	 imagePRESS 1110P
sss Requires either the Finisher-AF1 or the Saddle Finisher-AF2

 

CANON and IMAGEPRESS are registered trademarks of Canon Inc. in the United 
States and may also be registered trademarks or trademarks in other countries. 
IMAGEANYWARE is a trademark of Canon. All other referenced product names and 
marks are trademarks of their respective owners and are hereby acknowledged.
Specifications and availability subject to change without notice.
©2009 Canon U.S.A., Inc. All rights reserved.

0136W178
0709R-1135P/25P/10P-BRO-5M-L

printed on recycled
paper in the u.s.a.

Specifications

1-800-OK-CANON
www.usa.canon.com

Canon U.S.A., Inc.
One Canon Plaza
Lake Success, NY 11042


