








Standard Connectors
Standard Connectors provide general sending functions
and are built into the ShareScan Services Manager. They
also offer support for sending secure e-mail and faxes with
Microsoft Exchange and Lotus Notes authentication and
address book, plus Scan-to-Printer, Folder, USB Memory,
or eCopy Desktop™.

eCopy Quick Connect
Also bundled with the scanners is eCopy Quick Connect™,
which automates business workflows with sophisticated
sending functions. Quick Connect offers custom “Scan-to”
buttons with versatile file naming, indexing, and destination
options. Users can send to multiple destinations and any
database or workflow application, including WebDAV and
Novell NetWare.

Optional Add-On Connectors
Optional eCopy Connectors, sold separately, are available for
integration with applications such as Microsoft SharePoint®

and Captaris® RightFax™.

eCopy Desktop
Using eCopy Desktop, users can turn paper documents
into scanned image files and:
• Combine them with documents from other applications
• Protect private information with permanent redactions
• Search for text within documents and network folders
• Insert bookmarks for easy navigation
• Sign documents electronically
• Integrate documents with e-mail, fax, and document

management systems

ShareScan Services Manager
Configure and manage imaging, and document services.

ShareScan Administration Console
Configure, manage, activate, and monitor multiple
ShareScan Services Managers, application connectors,
and eCopy-enabled devices using the familiar Microsoft
Management Console.

eCopy Connectors

Connectors are ShareScan modules that enable the
ScanFront 220e/220eP scanners to integrate with popular
business applications and services, including document
management systems, e-mail, and fax servers.

eCopy Applications and
Management Tools

eCopy also offers a document management application
and handy, user-friendly administration and service tools.
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Specifications

Type: Compact Network Scanner

Document Feeding: Automatic or Manual

Document Size

Width: 2" – 8.5"

Length: 2.12" – 14"

Document Weight

Automatic Feeding: 14 – 32 lb. Bond

Manual Feeding: 14 – 40 lb. Bond

Feeder Capacity: 50 Sheets

Grayscale: 8-bit

Color: 24-bit

Scanning Element: One-line CMOS CIS

Light Source: RGB LED

Scanning Modes: Simplex, Duplex, Color, Grayscale, Black and White,
Halftone, Text Enhancement

Color Dropout/Enhance: Red, Green, Blue

Optical Resolution: 600 dpi

Output Resolution: 100/150/200/300/400/600 dpi

Scanning Speed* Simplex Duplex

Black and White: 24 ppm 26 ipm
Grayscale: 16 ppm 17 ipm
Color:** 11 ppm 10 ipm

Operation Panel: 8.5" TFT Liquid Crystal Display with Touch-Panel

Fingerprint Sensor: Optical Sweep Type Sensor (ScanFront 220eP Only)

Dimensions (H x W x D): 6.22" x 12.2" x 9.21"

Weight: 7.5 lb.

Power Consumption: 26W or Less

Suggested Daily Volume: Approx. 1,500 Scans

eCOPY SHARESCAN SERVER REQUIREMENTS

CPU: Intel® Pentium® 4 2.4GHz or Higher

RAM: 512MB or Higher (1GB or Higher Recommended)

OS: Microsoft Windows XP Pro SP3, Vista Business/Enterprise SP1,
2003 Server, 2008 Server or Later

BUNDLED SOFTWARE

• eCopy ShareScan

• eCopy Quick Connect

• eCopy Desktop

OPTIONS

• Exchange Roller Kit

• One-Year CarePAK

• Two-Year CarePAK

ITEM NUMBER

ScanFront 220e: 3323B001

ScanFront 220eP: 3324B001

* Examples based on typical settings, rated in pages/images per minute with letter-sized documents,
portrait-feeding direction, up to 200 dpi.

** Examples based on typical settings, rated in pages/images per minute with letter-sized documents,
portrait-feeding direction, up to 150 dpi.

*** eCopy Quick Connect installation is required.

NETWORK FUNCTIONS

• Scan-to-E-mail (SMTP, Microsoft
Exchange, Lotus Notes)

• Scan-to-Fax (SMTP, Microsoft
Exchange, Lotus Notes)

• Scan-to-Folder

• Scan-to-Print

• Scan-to-FTP

• Scan-to-USB Memory

• Scan-to-WebDAV***

• Scan-to-Database***

OTHER FEATURES

• Automatic Page Size Detection

• Deskew

• Color Dropout/Enhance Color

• Text Orientation Recognition

• Bleed-through Removal

• Skip Blank Page

• Fingerprint Reader
(ScanFront 220eP Only)

• Ultrasonic Double-Feed Detection
(ScanFront 220eP only)
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